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G X  S E R I E S
Ultra acoust ic movable glass part i t ions

Mult id irect ional panels 
PROPERTIES

MAXIMUM HEIGHT PER PANEL

3048mm (10 ft)  with hinged door

MAXIMUM WIDTH PER PANEL

1219mm (4 ft)

PARTITION WEIGHT

68,4 kg/m² (14 lbs/ft²)

ACOUSTICAL PERFORMANCE

50 STC

FEATURES

• 	 Frameless – Ful ly glazed surface

•	 Tempered laminated glass,  2 x 12mm, 
compl iant with ASTM C1048

•	 No f loor track

•	 Ful l-height door hinges

•	 Easy to move (self-guided carr iers and 
curved intersect ions track system avai lable)

• 	 Card Reader preparat ion (avai lable)

• 	 Very low maintenance

•	 no vis ible screws

•	 Upper and lower seals

• 	 Flexible seals

       VERTICAL SECTION
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STANDARD CONFIGURATIONSELEVATION

HINGED DOOR

991mm
Stacking: 238mm (door) + 93mm per panel

Stacking: 238mm (door) + 93mm per panel
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HORIZONTAL SECTION

HINGED DOOR

6mm±53mm

53mm

83mm

38mm

Brushed or painted
stainless steel  handle

Thumbturn

Key lock Bul lnose

Fixed wal l  jamb

Ful l-height piano
hinge
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CONCRETE ANCHORINGJOISTSTEEL BEAM

MAX. WEIGHT PER PANEL
544 kg (1200 lbs)

TRACKS AND CARRIERS

MAX. WEIGHT PER PANEL
450 kg (1000 lbs)

TRACK  #36 TRACK #28 (BEND)

TRACK SUSPENSIONS
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MG MODEL

OPTIONAL HANDLESSTANDARD HANDLE

HARDWARE

 MN MODEL MJ MODEL

MW MODEL ME MODEL MI MODELMD MODEL


