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Frameless glass wal l
Indiv idual panels

VERTICAL SECTION

PROPERTIES

MAXIMUM HEIGHT PER PANEL

3658mm (12’)  without intermediate door

3048mm (10’)  with intermediate door

MAXIMUM WIDTH PER PANEL

1219mm (4’)

SYSTEM WEIGHT

31,7 kg/m² (6,5 lbs/ft²)

TYPE OF GLASS

Tempered glass 12mm

TOP AND BOTTOM SWEEPS

Brushes

FEATURES

• 	 Anodized aluminum shoes

•	 Top supported system

•	 No f loor track

•	 No vert ical  tr ims

•	 Floor pin on al l  panels

•	 Choice of 2 prof i les

•	 Optional  panic bar (with pivot door)

• 	 Optional  automatic door closet (with pivot 
door)

• 	 Optional  stainless steel  shoe cover
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Optional brushed 
stainless steel cover

Standard
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STANDARD CONFIGURATIONSELEVATIONS

HINGED DOOR

WITHOUT DOOR

INTERMEDIATE DOOR

Stacking: 51mm per panel

Stacking: 76mm per panel

Stacking: 51mm per panel

Stacking: 76mm per panel

915mm

1219mm 864mm
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STANDARD CONFIGURATIONS 

Stacking: 127mm (door) + 76mm per panelStacking: 127mm (door) + 51mm per panel

Stacking: 51mm per panel

Stacking: 100mm (door) + 64mm per panel

Stacking: 51mm per panel

Stacking: 100mm (door) + 64mm per panel
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HORIZONTAL SECTIONS

HINGED DOOR

INTERMEDIATE DOOR

WITHOUT DOOR

STOP ON STACKING DOOR

6mm10mm Key
lock

Thumbturn

Floor pin

Ground pivot

Satin chrome finish handle

Interlocking pin

10mm 6mmKey lock

Thumbturn

Door hinge Floor pin

Aluminium handle Interlocking pin

Key lock Floor pin

51mm Interlocking pin

10mm

Key lock
Floor pin

Stacking door Interlocking pin
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MAX. WEIGHT PER PANEL
270 kg (600 lbs)

MAX. WEIGHT PER PANEL
450 kg (1000 lbs)

MAX. WEIGHT PER PANEL
225 kg (500 lbs)

*Cannot be used with intermediate door

TRACKS AND CARRIERS
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TRACK SUSPENSIONS

TRACK #26 TRACK #36 TRACK #38 (BEND)

STEEL BEAM JOIST CONCRETE ANCHORING


