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S É R I E  G 7 0 1
High acoust ic performance glass movable part i t ions

Indiv idual panels

38MM GLASS

MAXIMUM HEIGHT PER PANEL

3048mm (10’)  with intermediate door

3658mm (12’)  without intermediate door

MAXIMUM WIDTH PER PANEL

1219mm (4’)

SYSTEM WEIGHT

44,01kg/m² (9lbs/ft²)

TYPE OF GLASS

Sealed double glazed unit

TOP AND BOTTOM SEALS

Flexible sound seals

ACOUSTICAL PERFORMANCE

44 STC

FEATURES

• 	 Anodized aluminum framing

•	 Top supported system

•	 No f loor tracks

•	 Optional  12mm tempered glass

•	 Optional  switchable opacity glass (with 
51mm double glazed units)

• 	 Optional  hor izontal  mul l ions

G 7 0 1  S E R I E S
PROPERTIES

• 	 Optional  retractable bottoms seals

• 	 Optional  panic bar

• 	 Other opt ional  substrates and 
f inishes

•	 Preparat ion for opt ional  car reader 
(with hinged door)

• 	 No vis ible screws

51MM GLASS*

MAXIMUM HEIGHT PER PANEL

3048mm (10’)  with intermediate door

3658mm (12’)  without intermediate door

MAXIMUM WIDTH PER PANEL

1219mm (4’)

SYSTEM WEIGHT

48,9kg/m² (10lbs/ft²)

TYPE OF GLASS

Sealed double glazed unit

TOP AND BOTTOM SEALS

Flexible sound seals

ACOUSTICAL PERFORMANCE

44 STC

*This option is preferred for design purposes
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VERTICAL SECTIONS

OPTIONS38MM GLASS
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ELEVATIONS

HINGED DOOR TELESCOPIC PANEL

991mm

INTERMEDIATE DOOR

1219mm 915mm
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STANDARD CONFIGURATIONS

Stacking: 82mm per panel

Stacking: 300mm (door and jamb)
+ 82mm per panel

Stacking: 16mm + 82mm per panel

Stacking: 238mm (door) + 82mm per panel

Stacking: 82mm per panel

Stacking: 238mm (door)
+ 82mm per panel

Stacking: 16mm + 82mm per panel

Stacking: 238mm (door) + 82mm per panel
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HORIZONTAL SECTIONS

HINGED DOOR

INTERMEDIATE DOOR

94mm

63mm

±63mm

Fixed wall jamb

Bullnose

Brushed stainless
steel handle

Thumbturn

Key lock

Door hinge

63mm ±63mm

94mm

Key lock

Thumbturn
Fixed wall jamb

BullnoseFloor pin

Brushed stainless
steel handle

Door hinge

25mm187mm 63mm

Lever closure panel Bullnose Bulb seal

TELESCOPIC PANEL
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TRACK #28 (BEND)TRACK #38 (BEND)TRACK #36

CONCRETE ANCHORINGJOISTSTEEL BEAM

TRACKS AND CARRIERS

MAX. WEIGHT PER PANEL
450 kg (1000 lbs)

MAX. WEIGHT PER PANEL
270 kg (600 lbs)

MAX. WEIGHT PER PANEL
544 kg (1200 lbs)
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TRACK SUSPENSIONS


