
S É R I E  G 5 0 1
6MM GLASS

MAXIMUM HEIGHT PER PANEL

3048mm (10’)  with mul l ions

MAXIMUM WIDTH PER PANEL

1219mm (4’)

SYSTEM WEIGHT

17,1  kg/m² (3,5 lbs/ft²)

GLASS TYPE

Tempered glass

TOP AND BOTTOM SEALS

Flexible sound seals
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Acoust ic glass movable part i t ions with s l im frames
individual panels

FEATURES

• 	 Anodized aluminum framing

•	 Top supported system

•	 No f loor track

•	 Preparat ion for card reader (opt ional  with hinged door)

• 	 Hor izontal  mul l ions

•	 Optional  panic bar

• 	 Possibi l i ty of replacing glass with other mater ia ls

• 	 Panel  thickness:  51mm

•	 No vis ible screw

12MM GLASS

MAXIMUM HEIGHT PER PANEL

3048mm (10’)  with mul l ions

MAXIMUM WIDTH PER PANEL

1219mm (4’)

SYSTEM WEIGHT

30,4 kg/m² (6,2 lbs/ft²)

GLASS TYPE

Tempered or laminated glass

TOP AND BOTTOM SEALS

Flexible sound seals

ACOUSTIC PERFORMANCE

38 STC

G 5 0 1  S E R I E S
PROPERTIES



ELEVATIONS

INTERMEDIATE DOOR

12MM GLASS6MM GLASS

VERTICAL SECTIONS

HINGED DOOR

1219mm 915mm
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STANDARD CONFIGURATIONS

Stacking: 76mm/panel
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Stacking: 200mm (door) + 76mm/panel

Stacking: 255mm (door and jamb) + 64mm/panel

Stacking: 52mm/panel

Stacking: 200mm (door) + 64mm/panel

Stacking: 200mm (door) + 52mm/panel



HORIZONTAL SECTIONS

INTERMEDIATE DOOR

HINGED DOOR
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74mm

54mm
TYP.

54mm
TYP.

  Brushed stainless
steel handle Key lock

Floor pin

Thumbturn

Fixed wall jamb

BullnoseDoor hinge

74mm

54mm
TYP.

54mm
TYP.

Fixed wall jamb

  Brushed stainless
steel handle

Key lock

Thumbturn

Floor pin

Bullnose

Door hinge
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CONCRETE ANCHORINGJOISTSTEEL BEAM

MAX. WEIGHT PER PANEL
270 kg (600 lbs)

MAX. WEIGHT PER PANEL
450 kg (1000 lbs)

MAX. WEIGHT PER PANEL
225 kg (500 lbs)

*Cannot be used with intermediate door

TRACKS AND CARRIERS

TRACK #26 TRACK #36 TRACK #38 (BEND)
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TRACK SUSPENSIONS


