
 

50005000 Series - Acoustic Movable Partitions

corflex.ca



5500 Series - Paired Panels
5600 Series - Multidirectional Panels
 
Easy to move manually, the paired panels (5500) fold in multiples of two 
to be piled at either end of the main run of track.

When more flexibility is needed, multidirectional panels (5600) make it 
easy to redevelop the space. The system makes it possible to manually 
move individual panels on multiple axes and thus follow straight, curved 
or even crossed rails. As long as they remain on the same floor, panels 
can be moved to a storage area as far as a track can drive them.
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CHARACTERISTICS

•	 Top supported system

•	 No floor track

•	 Steel framing with powder coated paint finish

•	 Retractable seals

•	 Available STC ratings: 43, 47, 50, 52, 54

•	 Maximum height 5.486m (18’) for 5500 and 5600, or up to 7.315m (24’) 
for 5600 with interior reinforced frame

•	 Several types of face finishes available

PROPERTIES

Sound Transmission Class (STC)

•	 From 43 to 54

System weight

•	 43 STC: 34.2 kg/m² (7.0 lbs/ft²)

•	 47 STC: 41.5 kg/m² (8.5 lbs/ft2)

•	 50 STC: 46.4 kg/m² (9.5 lbs/ft2)

•	 52 STC: 51.3 kg/m² (10.5 lbs/ft2)

•	 54 STC: 58.1 kg/m² (11.9 lbs/ft2)

Ground clearance

•	 43 STC: 51 mm (2”)

•	 47 STC: 51 mm (2”)

•	 50 STC: 38 mm (1.5”)

•	 52 STC: 38 mm (1.5”)

•	 54 STC: 25 mm (1”)
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5700 Series - Paired Panels 
5800 Series - Individual Panels
 
Performance Plus partitions are designed with integrated acoustical 
processing, which makes it possible to effectively manage reverb and 
sound propagation. This acoustical treatment system offers increased 
resistance to shocks and impacts. With an STC of 54 and a minimum 
IRB (NRC) of 0.60, this partition offers an unmatched performance on 
the market.

Performance Plus partitions offer a continuous surface that can 
be enhanced with an incomparable choice of finishes and textures, 
becoming an architectural element of your design and creating a high-
performance and pleasant workspace.
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CHARACTERISTICS

•	 Top supported system

•	 No floor track

•	 Steel framing with powder coated paint finish

•	 Retractable seals

•	 Acoustic treatment 13 mm (1/2’’) on the surface to control sound 
reverberation

•	 Fabric coating

•	 Maximum height 5.486m (18’) for the 5700 and 5800 series, or up to 
7.315m (24’) for the 5800 series with interior reinforced frame

PROPERTIES

Maximum width per panel

•	 1219mm (48’’)

System weight

•	 61 kg/m² (12.6 lbs/ft²)

High and low thresholds

•	 Retractable seal

Sound Transmission Class (STC)

•	 54 STC

Reverb control

•	 0.60 IRB (NRC)
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5900 Series - Motorized Panels
 
The motorized panels move using a variable frequency motor that adjusts 
the speed of deployment allowing for controlled and safe movement. 

A carriage on each panel allows the use of more discreet hinges reducing 
the risk of injury. 

Only 356mm (14″) of space is required in the ceiling space for the installation 
of the drive unit.
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CHARACTERISTICS

•	 Motorized deployment/storage

•	 Steel framing with powder coated paint finish

•	 A floating trolley at the head of each panel eliminates the need of a 
guide rail on the ceiling

•	 Chain driven

•	 Maximum height 7.315m (24’)

•	 No floor track

•	 Available STC ratings: 43, 47, 50

PROPERTIES

Sound Transmission Class (STC)

•	 From 43 to 50

System weight

•	 43 STC: 34.2 kg/m² (7.0 lbs/ft²)

•	 47 STC: 41.5 kg/m² (8.5 lbs/ft2)

•	 50 STC: 46.4 kg/m² (9.5 lbs/ft2)


