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H S 2 0 0  S E R I E S
Hydraul ic folding doors

PROPERTIES

APPROXIMATE WEIGHT OF THE UNPAVED SYSTEM

5-6 lbs./ft²

STANDARD ELECTRICAL REQUIREMENTS

208-230 v,  1-PH

DOOR OPENING SPEED

12-14 feets per minute

BASE FINISH

Zinc gray,  powder-based,  epoxy pr imer

OPTIONAL FINISH 

Top coat in powder paint from the RAL charter

FEATURES

•  Manual  lowering system in the event of a power fai lure

• When opened, the system forms an awning providing protect ion against 
the weather and sun

• No l i ft ing cable or belt
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9,52mm (3/8’’) Grade-5 bolts
(if applicable, by others) above hinges, or every 
1219,2mm (48’’)

9,52mm (3/8’’) 
Grade-5 bolts
(if requires by 
others) apprx. 
every 76,2mm 
(36’’) C/C

Mounting frame

CLOSED POSITION

Sill/counter top
(by others)
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OPEN POSITION

NOTICE

Width- 165,1mm (6 1/2’’)
   1524mm (60’’) max.   1524mm (60’’) max. 1524mm (60’’)max.

Door 
roller
(TYP.)

Sill/counter top
(by others)

OPEN POSITIONCLOSED POSITION
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bulb seal
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VERTICAL SECTIONS

CLOSED POSITION OPEN POSITION

254mm (10’’) max.
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Hydraulic ram

Width - 508mm (20’’)
Upper cylinder brackets

152,4mm
(6’’)

152,4mm
(6’’)

Width - 88,9mm (3 1/2’’)
Out to out of the mounting frame

254mm (10’’) max.

Jamb by others
(TYP.)

Rough opening width (max. 7315,2mm (24’ 288’’)

Clear opening 101,6mm (4’’)
Jamb 
by others (TYP.)

101,6mm (4’’)
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DETAILS

HEAD JAMB

Caulk around frame

Drip edge, by others, 
(recommended)

Bolted (or welded)
in place (by others)
101,6mm X 152,4mm X 7,94mm
(4’’ X 6’’ X 5/16’’ angle)

Double bulb sealHose channel

12,7mm 
(1/2’’)
C/C hose

Header by others

25,4mm (1’’)

101,6mm
(4’’)

Cylinder

Hose

Upper 
cylinder 
bracket

Steel
door
bracket

Side seal

12,7mm (1/2’’)

Roller wheel

larger openings
50,8mm X 76,2mm X 6,35 mm
(2’’x3’’ X 1/4’’) track channel

63,5mm X 63,5mm X 4,76mm
(2 1/2’’ X 2 1/2’’ X 3/16’’)
Mounting angle

Bolted (or welded)
in place (by others)

Caulk around frame
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Vertical steel tube/frame assy.

by others

76,2mm (3’’)

25,4mm (1’’)
76,2mm (3’’)

19,05mm
(3/4’’)

INTERIOR MEMBER    DOOR BASE

Double bulb seal

9,52mm (3/8’’)

19,05mm
(3/4’’)

Aluminium angle garage
type bulb seal

Sill/counter top


