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H S 3 0 0  S E R I E S
Hydraul ic door 50/50 

PROPERTIES

APPROXIMATE WEIGHT ACTUATOR SYSTEM

9 lbs/ft²

STANDADR ELECTRICAL REQUIREMENTS

208-230v,  1-PH

DOOR OPENING SPEED

14 to 15 feet per minute

BASE FINISH

Zinc gray,  powder-based,  epoxy pr imer

OPTIONAL FINISH

RAL powder top coat

FEATURES

• 	 No maintenance

•	 Manual  lowering system in the event of a 
power fai lure

•	 The bui l t- in locking mechanism keeps the 
system in the closed posit ion

•	 When the system is opened,  i t  forms an 
awning providing protect ion against the 
weather and sun

•	 No l i ft ing cable or belt
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EXTERIOR ELEVATION VIEW (WITH FRAMES) EXTERIOR ELEVATION VIEW (WITHOUT FRAMES)

9,52mm (3/8’’) Grade-5 bolts (if applicable, by others
above hinges, or every 1219,2mm (48’’) Header

(by others)
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NOTE
Maximum allowable rise of finished 
floor between jambs is 9,52mm (3/8’’) 
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CLOSED POSITION OPENED POSITION

101,6mm (4’’) (TYP.)

50,8mm (2’’) 
(TYP.)

50,8mm (2’’) 
(TYP.)
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50,8mm (2’’) 
(TYP.)

50,8mm
(2’’) (TYP.)
50,8mm (2’’) 
(TYP.)

12,7mm (1/2’’) 
seal

304,8mm (12’’)
Max. 1524mm (60’’) CTC
Int. steel members
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VERTICAL SECTIONS ± 177,8mm (7’’)

Control arm
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Max. width opening- 88,9mm (3 1/2’’)
Out to out of mounting frameJamb (by others) 

(TYP.)

Jamb (by others)
(TYP.)

171,45mm (6 3/4’’)

139,7mm (5 1/2’’)

Rough opening width

Clear opening width

Cladding/Glazing (if applicable- TYP.)

HORIZONTAL SECTIONS

Hydraulic cylinder

139,7mm (5 1/2’’)

171,45mm (6 3/4’’)
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DETAILS

HEAD JAMB

   INT. HORIZONTAL DOOR BASE

Header
(by others)
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Caulk around frame

9,52mm (3/8’’) Grade-5 
bolt
(if applicable, by others)

Angle 2X2
12,7mm X 4,76mm
(1/2’’ X 3/16’’)

Tube 5X2

Top seal

Control arm

Tube 4X2

12,7mm (1/2’’)
O/D hose

Hose channel

12,7mm
(1/2’’)

12,7mm (1/2’’) O/D hose
Acces panel

Control arm

Door panel

Side seal
12,7mm (1/2’’)

127mm (5’’)
63,5mm X 63,5mm
(2 1/2’’ X 2 1/2’’) angle

9,52mm (3/8’’) Grade-5 bolt
(if applicable, by others)

Caulk around frame
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50,8 mm (2’’)

101,6mm
(4’’)

50,8mm (2’’)

12,7mm (1/2’’)

Finished floor
Sill/counter top
(by others)

Bottom seal

101,6mm
(4’’)

Jamb
(by others)


